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UV 日光浴灯
UV Sunbath Lamp

外形尺寸图  Dimension Diagram

RG017 / RG018

Al  

IP40 

16W / 11W

85-265

3528LED 

45 

240 / 168

UV380-385 

120° 

-40~45 

30000-80000

BSD-RG017 BSD-RG018

应用场合  Applications

精确控制紫外线比例，安全、使用寿命长，紫外线可以直达人体肌肤

的真皮层，加速弹性纤维和胶原蛋白纤维的新陈代谢，将皮肤晒黑，

同时具有减肥等功能。

用于替换太阳床、日光浴床等传统紫外线光源。

Precise control of ultraviolet scale, safe, long lifespan, ultraviolet can 
directly reach the skin corium of human body, accelerate metabolism of 
spandex fiber and collagen fiber, that to get skin tanning, simultaneously 
this product has got other functions like reducing weight.

Replacement of sun bed, sunbath bed and other traditional ultraviolet 
light source.

型       号 Type

材       料 Material

防护等级 IP Rating

功       率 Power (W)

输入电压 Input Voltage (V)

光源类型 Light source Type

芯片尺寸 Chip Size (mil)

光源数量 Light Source Quantity (pcs）

波       长 Wave Length (nm)

发光角度 Beam Angle

环境温度 Environment Temperature (℃)

使用寿命 Lifespan (h)

规格参数  Specifications

产品特点  Product Features

包装参数  Packaging Parameters

BSD-RG017

BSD-RG018

25PCS

30PCS

645L×210W×215H

1215L×320W×200H

包装数量
Qty

Size(mm)
Item

外箱尺寸
Carton Size
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外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

BSD-ZP001 BSD-ZP002

包装数量
Qty

Size(mm)
Item

外箱尺寸
Carton Size

应用场合  Applications

型       号 Type

材       料 Material

防护等级 IP Rating

功       率 Power (W)

输入电压 Input Voltage (V)

光源类型 Light source Type

芯片尺寸 Chip Size (mil)

光源数量 Light Source Quantity (pcs）

光源光效 Luminous Efficiency (Lm/W)

显色指数 CRI

色       温 Color Temp (k)

环境温度 Environment Temperature (℃)

使用寿命 Lifespan (h)

规格参数  Specifications

产品特点  Product Features 外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

应用场合  Applications

规格参数  Specifications

产品特点  Product Features

低耗能，LED烛泡灯的亮度与传统烛泡灯亮度相当，消耗功率却大幅

减少；长寿命，是传统烛泡灯的20倍；外形与传统烛泡灯相近，可替

换传统烛泡灯应用于烛泡类装饰性灯具；可频繁点灯，LED光源无灯

丝，频繁点灯不影响产品寿命，点灯后立即达到最佳亮度。

适用于酒店、餐厅、娱乐休闲等照明环境。

Low power consumption, LED candle light retain the same brightness 
with the traditional candle light, but less power consumption. Long 
lifespan, it is 20 times that of traditional candle, and can replace the 
traditional candle lamp for decorative fixtures. No filament in LED light 
source, frequent light will not affect the lifespan, it will be achieve the 
maximum brightness instantly when light.

Apply to hotels, restaurants, leisure and entertainment places.

LED 烛泡灯
LED Candle Light

ZP001 /  ZP002

Al  

IP40 

3W / 3W 

85-265

high power LED 

45 

3 / 3

90-130 

80 

2800-7000K 

-40~45 

30000-80000

BSD-ZP001

BSD-ZP002

100PCS

100PCS

430L×430W×275H

430L×430W×285H

110

130

37

70
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包装参数  Packaging Parameters

应用场合  Applications

产品特点  Product Features

包装参数  Packaging Parameters

应用场合  Applications

产品特点  Product Features

低耗能，LED烛泡灯的亮度与传统烛泡灯亮度相当，消耗功率却大幅

减少；长寿命，是传统烛泡灯的20倍；外形与传统烛泡灯相近，可替

换传统烛泡灯应用于烛泡类装饰性灯具；可频繁点灯，LED光源无灯

丝，频繁点灯不影响产品寿命，点灯后立即达到最佳亮度。

适用于酒店、餐厅、娱乐休闲等照明环境。

Low power consumption, LED candle light retain the same brightness 
with the traditional candle light, but less power consumption. Long 
lifespan, it is 20 times that of traditional candle, and can replace the 
traditional candle lamp for decorative fixtures. No filament in LED light 
source, frequent light will not affect the lifespan, it will be achieve the 
maximum brightness instantly when light.

Apply to hotels, restaurants, leisure and entertainment places.

LED Candle Light

外形尺寸图  Dimension Diagram

BSD-ZP003 BSD-ZP004

包装数量
Qty

Size(mm)
Item

外箱尺寸
Carton Size

型       号 Type

材       料 Material

防护等级 IP Rating

功       率 Power (W)

输入电压 Input Voltage (V)

光源类型 Light source Type

芯片尺寸 Chip Size (mil)

光源数量 Light Source Quantity (pcs）

光源光效 Luminous Efficiency (Lm/W)

显色指数 CRI

色       温 Color Temp (k)

环境温度 Environment Temperature (℃)

使用寿命 Lifespan (h)

规格参数  Specifications

外形尺寸图  Dimension Diagram

规格参数  Specifications

LED 烛泡灯

BSD-ZP003

BSD-ZP004

100PCS

100PCS

430L×430W×285H

440L×440W×285H

130

127

37

40

ZP003 /  ZP004

Al  

IP40 

4W / 7W 

85-265

high power LED 

45 

1 / 1

90-130 

80 

2800-7000K 

-40~45 

30000-80000
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外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

BSD-ZP005 BSD-ZP006

包装数量
Qty

Size(mm)
Item

外箱尺寸
Carton Size

型       号 Type

材       料 Material

防护等级 IP Rating

功       率 Power (W)

输入电压 Input Voltage (V)

光源类型 Light source Type

芯片尺寸 Chip Size (mil)

光源数量 Light Source Quantity (pcs）

光源光效 Luminous Efficiency (Lm/W)

显色指数 CRI

色       温 Color Temp (k)

环境温度 Environment Temperature (℃)

使用寿命 Lifespan (h)

规格参数  Specifications

外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

规格参数  Specifications

LED 烛泡灯

ZP005 /  ZP006

Al  

IP40 

3W / 3W 

85-265

high power LED 

45 

3 / 3

90-130 

80 

2800-7000K 

-40~45 

30000-80000

BSD-ZP005

BSD-ZP006

200PCS

200PCS

440L×440W×255H

430L×430W×275H

35

35

101

121

应用场合  Applications

产品特点  Product Features

应用场合  Applications

产品特点  Product Features

低耗能，LED烛泡灯的亮度与传统烛泡灯亮度相当，消耗功率却大幅

减少；长寿命，是传统烛泡灯的20倍；外形与传统烛泡灯相近，可替

换传统烛泡灯应用于烛泡类装饰性灯具；可频繁点灯，LED光源无灯

丝，频繁点灯不影响产品寿命，点灯后立即达到最佳亮度。

适用于酒店、餐厅、娱乐休闲等照明环境。

Low power consumption, LED candle light retain the same brightness 
with the traditional candle light, but less power consumption. Long 
lifespan, it is 20 times that of traditional candle, and can replace the 
traditional candle lamp for decorative fixtures. No filament in LED light 
source, frequent light will not affect the lifespan, it will be achieve the 
maximum brightness instantly when light.

Apply to hotels, restaurants, leisure and entertainment places.

LED Candle Light
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外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

BSD-ZP007 BSD-ZP008

包装数量
Qty

Size(mm)
Item

外箱尺寸
Carton Size

型       号 Type

材       料 Material

防护等级 IP Rating

功       率 Power (W)

输入电压 Input Voltage (V)

光源类型 Light source Type

芯片尺寸 Chip Size (mil)

光源数量 Light Source Quantity (pcs）

光源光效 Luminous Efficiency (Lm/W)

显色指数 CRI

色       温 Color Temp (k)

环境温度 Environment Temperature (℃)

使用寿命 Lifespan (h)

规格参数  Specifications

外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

规格参数  Specifications

BSD-ZP007

BSD-ZP008

200PCS

200PCS

430L×430W×255H

430L×430W×285H

ZP007 / ZP008

Al  

IP40 

3W 

85-265

high power LED 

45 

3

90-130 

80 

2800-7000K 

-40~45 

30000-80000

LED 烛泡灯

应用场合  Applications

产品特点  Product Features

应用场合  Applications

产品特点  Product Features

低耗能，LED烛泡灯的亮度与传统烛泡灯亮度相当，消耗功率却大幅

减少；长寿命，是传统烛泡灯的20倍；外形与传统烛泡灯相近，可替

换传统烛泡灯应用于烛泡类装饰性灯具；可频繁点灯，LED光源无灯

丝，频繁点灯不影响产品寿命，点灯后立即达到最佳亮度。

适用于酒店、餐厅、娱乐休闲等照明环境。

Low power consumption, LED candle light retain the same brightness 
with the traditional candle light, but less power consumption. Long 
lifespan, it is 20 times that of traditional candle, and can replace the 
traditional candle lamp for decorative fixtures. No filament in LED light 
source, frequent light will not affect the lifespan, it will be achieve the 
maximum brightness instantly when light.

Apply to hotels, restaurants, leisure and entertainment places.

LED Candle Light
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外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

BSD-ZP009 BSD-ZP010

包装数量
Qty

Size(mm)
Item

外箱尺寸
Carton Size

型       号 Type

材       料 Material

防护等级 IP Rating

功       率 Power (W)

输入电压 Input Voltage (V)

光源类型 Light source Type

芯片尺寸 Chip Size (mil)

光源数量 Light Source Quantity (pcs）

光源光效 Luminous Efficiency (Lm/W)

显色指数 CRI

色       温 Color Temp (k)

环境温度 Environment Temperature (℃)

使用寿命 Lifespan (h)

规格参数  Specifications

外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

规格参数  Specifications

LED 烛泡灯

ZP009 / ZP010

Al  

IP40 

3W / 3W 

85-265

high power LED

45 

3 / 3

90-130 

80 

3000-6000k

-40~45 

30000-80000

BSD-ZP009

BSD-ZP010

200PCS

200PCS

440L×440W×315H

440L×440W×315H

应用场合  Applications

产品特点  Product Features

应用场合  Applications

产品特点  Product Features

低耗能，LED烛泡灯的亮度与传统烛泡灯亮度相当，消耗功率却大幅

减少；长寿命，是传统烛泡灯的20倍；外形与传统烛泡灯相近，可替

换传统烛泡灯应用于烛泡类装饰性灯具；可频繁点灯，LED光源无灯

丝，频繁点灯不影响产品寿命，点灯后立即达到最佳亮度。

适用于酒店、餐厅、娱乐休闲等照明环境。

Low power consumption, LED candle light retain the same brightness 
with the traditional candle light, but less power consumption. Long 
lifespan, it is 20 times that of traditional candle, and can replace the 
traditional candle lamp for decorative fixtures. No filament in LED light 
source, frequent light will not affect the lifespan, it will be achieve the 
maximum brightness instantly when light.

Apply to hotels, restaurants, leisure and entertainment places.

LED Candle Light

45
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外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

BSD-ZP011 BSD-ZP012

包装数量
Qty

Size(mm)
Item

外箱尺寸
Carton Size

型       号 Type

材       料 Material

防护等级 IP Rating

功       率 Power (W)

输入电压 Input Voltage (V)

光源类型 Light source Type

芯片尺寸 Chip Size (mil)

光源数量 Light Source Quantity (pcs）

光源光效 Luminous Efficiency (Lm/W)

显色指数 CRI

色       温 Color Temp (k)

环境温度 Environment Temperature (℃)

使用寿命 Lifespan (h)

规格参数  Specifications

外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

规格参数  Specifications

BSD-ZP011

BSD-ZP012

200PCS

300PCS

440L×440W×315H

520L×350W×350H

ZP011 / ZP012

Al  

IP40 

3W / 3W

85-265

high power LED 

45 

3 / 3

90-130 

80 

2800-7000K 

-40~45 

30000-80000

LED 烛泡灯

应用场合  Applications

产品特点  Product Features

应用场合  Applications

产品特点  Product Features

低耗能，LED烛泡灯的亮度与传统烛泡灯亮度相当，消耗功率却大幅

减少；长寿命，是传统烛泡灯的20倍；外形与传统烛泡灯相近，可替

换传统烛泡灯应用于烛泡类装饰性灯具；可频繁点灯，LED光源无灯

丝，频繁点灯不影响产品寿命，点灯后立即达到最佳亮度。

适用于酒店、餐厅、娱乐休闲等照明环境。

Low power consumption, LED candle light retain the same brightness 
with the traditional candle light, but less power consumption. Long 
lifespan, it is 20 times that of traditional candle, and can replace the 
traditional candle lamp for decorative fixtures. No filament in LED light 
source, frequent light will not affect the lifespan, it will be achieve the 
maximum brightness instantly when light.

Apply to hotels, restaurants, leisure and entertainment places.

LED Candle Light

46



CE·GS·UL·CCC·PSE·SAA

外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

BSD-ZP013 BSD-ZP014

包装数量
Qty

Size(mm)
Item

外箱尺寸
Carton Size

型       号 Type

材       料 Material

防护等级 IP Rating

功       率 Power (W)

输入电压 Input Voltage (V)

光源类型 Light source Type

芯片尺寸 Chip Size (mil)

光源数量 Light Source Quantity (pcs）

光源光效 Luminous Efficiency (Lm/W)

显色指数 CRI

色       温 Color Temp (k)

环境温度 Environment Temperature (℃)

使用寿命 Lifespan (h)

规格参数  Specifications

外形尺寸图  Dimension Diagram

包装参数  Packaging Parameters

规格参数  Specifications

LED 烛泡灯

ZP013 /  ZP014

Al  

IP40 

3W / 3W 

85-265

high power LED 

45 

1 / 3

90-130 

80 

2800-7000k

-40~45 

30000-80000

BSD-ZP013

BSD-ZP014

300PCS

300PCS

520L×350W×350H

520L×350W×350H

应用场合  Applications

产品特点  Product Features

应用场合  Applications

产品特点  Product Features

低耗能，LED烛泡灯的亮度与传统烛泡灯亮度相当，消耗功率却大幅

减少；长寿命，是传统烛泡灯的20倍；外形与传统烛泡灯相近，可替

换传统烛泡灯应用于烛泡类装饰性灯具；可频繁点灯，LED光源无灯

丝，频繁点灯不影响产品寿命，点灯后立即达到最佳亮度。

适用于酒店、餐厅、娱乐休闲等照明环境。

Low power consumption, LED candle light retain the same brightness 
with the traditional candle light, but less power consumption. Long 
lifespan, it is 20 times that of traditional candle, and can replace the 
traditional candle lamp for decorative fixtures. No filament in LED light 
source, frequent light will not affect the lifespan, it will be achieve the 
maximum brightness instantly when light.

Apply to hotels, restaurants, leisure and entertainment places.

LED Candle Light
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外形尺寸图  Dimension Diagram

BSD-ZP015

型       号 Type

材       料 Material

防护等级 IP Rating

功       率 Power (W)

输入电压 Input Voltage (V)

光源类型 Light source Type

芯片尺寸 Chip Size (mil)

光源数量 Light Source Quantity (pcs）

光源光效 Luminous Efficiency (Lm/W)

显色指数 CRI

色       温 Color Temp (k)

环境温度 Environment Temperature (℃)

使用寿命 Lifespan (h)

规格参数  Specifications

外形尺寸图  Dimension Diagram

规格参数  Specifications

ZP015 

Al  

IP40 

3W 

85-265

high power LED 

45 

3

90-130 

80 

2800-7000k

-40~45 

30000-80000

LED 烛泡灯

应用场合  Applications

产品特点  Product Features

应用场合  Applications

产品特点  Product Features

低耗能，LED烛泡灯的亮度与传统烛泡灯亮度相当，消耗功率却大幅

减少；长寿命，是传统烛泡灯的20倍；外形与传统烛泡灯相近，可替

换传统烛泡灯应用于烛泡类装饰性灯具；可频繁点灯，LED光源无灯

丝，频繁点灯不影响产品寿命，点灯后立即达到最佳亮度。

适用于酒店、餐厅、娱乐休闲等照明环境。

Low power consumption, LED candle light retain the same brightness 
with the traditional candle light, but less power consumption. Long 
lifespan, it is 20 times that of traditional candle, and can replace the 
traditional candle lamp for decorative fixtures. No filament in LED light 
source, frequent light will not affect the lifespan, it will be achieve the 
maximum brightness instantly when light.

Apply to hotels, restaurants, leisure and entertainment places.

配光曲线 Light Distribution Curve

包装参数  Packaging Parameters

包装数量
Qty

Size(mm)
Item

外箱尺寸
Carton Size

包装参数  Packaging Parameters

BSD-ZP015 300PCS 520L×350W×350H

LED Candle Light
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